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PT2X
Sensor/Datalogger

Circuit Board,
containing 1 MB

of non-volatile memory

Pressure Elements Available 
15, 30, 50, 100, or 300 PSI

Inlets

End cone - interchangeable with 1/4” NPT

Small diameter -
fits in 1” wells

Features
• Sensor and logger in one unit - no need for separate logger.

• Measures pressure, temperature, & time

• Low power/long battery life*

• Easy field calibration via software

• Real-time monitoring

• 130,000+ records in non-volatile memory

• 0.1% accuracy

• Optional auxiliary power

• Optional digital control/alarm channel

• MODBUS® protocol for RTU & PLC applications

Portable Installations
• Available with free-standing lightweight reel

• Easy let-down and take-up

• Rugged enough for demanding field use

Uses
• Groundwater monitoring

• Leachate monitoring

• Pump testing

• Tide monitoring

• River flow and level observations

• Tank level control

• Reservoir level monitoring

• Thermal profiling

Dedicated 
Installations
• No need to pull sensor 

to upload data

• Low profile, liquid 
tight well seal

• Long life batteries*

• Network several 
sensors using INW’s 
Aqua4Plus software

Wireless Applications
RS485 and MODBUS® capability for
easy installation in wireless applications
in remote locations.

Comes with INW’s Aqua4Plus Software
Aqua4Plus is a multi-layered control program. The 
program can access sensors on several comm ports. Each comm
port can connect to several sensors. Each sensor can have
several test sessions. Each session can have several test phases.

Access to up to 16
sensors, each with
multiple test sessions.

View sensor status

Monitor real time data

Set triggers for event
recording or control
functions

Create flexible
and powerful test
sequences

Display data in
tabular format...

...or graphic
format.

...or export to 
Excel for 

calculations 
and graphics

*One year+ battery life 

with four measurements per hour.  


